
























































































PWR1403 Leopard Gold 

PHYSICAL PROPERTIES 

Weight: Type II - 20 oz. PLY - 620 g PLM 
Backing: Osnaburg I Width: 54 in./137cm 
Match: Reverse hang, Random match 

Horizontal Repeat: 27 in. 
Vertica1Repeat:18in. 

ENVIRONMENTAL ATTRIBUTES 
• SGBP certified green product
• Contains 10% recycled content
• Certified to NSF/ANSI 342 Sustainability Assessment
• Meets California Section 01350 IAQ test

requirements for wallcovering

""""'°" 
GREEN 
IUILOING 
PIODUCT 
SGBC 

   
YUT O 

44 



PWR1401 White Ash 

PWR1403 leopard Gold

PWR1405 Blue Stream

PWR1407 Wildebeest

PWR1402 Pale Clay 
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' 
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PWR1404 Amaretto l ion

PWR1406 Deep River

PWR1408 Arabic Bean 



PWR1409 Caravan Tan PWR1410 Sandy Desert PWR1411 Beige Canopy PWR1412 Silver Oak 

PWR1413 Field Stone PWR1414 Tusker Grey 

PWR1415 Bushveld PWR1416 Green Viper 

PWR1417 Savannah Plum PWR1418 Black Rhino PWR1419 Zebra 
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PWR1507 Black Marble 

PHYSICAL PROPERTIES 

Weight: Type II - 20 oz. PLY - 620 g PLM 
Backing: Osnaburg I Width: 54 in./137cm 
Match: Reverse hang, Random match 

Horizontal Repeat: N/A 
Vertical Repeat: N/A 

ENVIRONMENTAL ATTRIBUTES 
• SGBP certified green product
• Contains 10% recycled content
• Certified to NSF/ANSI 342 Sustainability Assessment
• Meets California Section 01350 IAQ test

requirements for wallcovering
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PWR1501 Glacier White 

PWR1503 Granite 

PWRlS0S Marvel Grey 

PWR1507 Black Marble 
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PWR1502 Silver Limestone 

PWR1504 Ivory Cream 

PWR1506 Travertine 

PWR1508 Galaxy Stone 



PWR1603 Glazed Concrete 

PHYSICAL PROPERTIES 

Weight: Type II - 20 oz. PLY - 620 g PLM 
Backing: Osnaburg I Width: 52 in./132cm 
Match: Reverse hang, Random match 

Horizontal Repeat: N/A 
Vertical Repeat: 24 in. 

ENVIRONMENTAL ATTRIBUTES 
• SGBP certified green product  ,.., 

. GREEN 7• Contains 10% recycled content i=c'i 
• Certified to NSF/ANSI 342 s ,c 

Sustainability Assessment   . .  -
• Meets California Section 01350 IAQ 

test requirements for wallcovering

s,• 
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-PWR1603 Glazed Concrete



PWR1601 Whitesmoke PWR1602 Casted Cream 

PWR1603 Glazed Concrete PWR1604 Roman Beige 

PWR1605 Frost at Midnight PWR1606 Colombian Emerald 
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PHYSICAL PROPERTIES 

Weight: Type 11 - 20 oz. PLY - 620 g PLM 
Backing: Non Woven I Width: 52 in./132cm
Match: Reverse hang, Random match 

Horizontal Repeat: N/A 
VerticalRepeat:N/A 

• 
• 

ENVIRONMENTAL ATTRIBUTES 

SGBP certified green product 
Contains 10% recycled content 

•
• 

Certified to NSF/ANSI 342 Sustainability Assessment
Meets California Section 01350 IAQ test
requirements for wallcovering
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PWR1701 Charcoal Sheen 

PWR1702 Espresso Chic 

PWR1704 Cobalt Glam 

PWR1703 Amber Glow 

PWR1705 Elegant Emerald 
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PWR1706 Polished Pearl PWRl 707 Crystalize PWR1708 Silvered PWR1709 GreyGlitz 

PWR1710 Posh Peppble PWR1711 Satin Stone PWR1712 Warm Glimmer PWR1713 GleamingTaupe 

PWR1714 Classy Coral PWR1715 Sun Baked 

PWR1716 Frosty Mint PWR1717 Luxurious Gold PWR1718 Rose Petal 
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PWR1814 Aluminium 

PHYSICAL PROPERTIES 

Weight: Type II - 20 oz. PLY - 620 g PLM 
Backing: Osnaburg I Width: 52 in./132cm 
Match: Reverse hang, Random match 

Horizontal Repeat: N/A 
Vertical Repeat:N/A 

ENVIRONMENTAL ATTRIBUTES 
• SGBP certified green product
• Contains 10% recycled content
• Certified to NSF/ANSI 342 Sustainability Assessment
• Meets California Section 01350 IAQ test

requirements for wallcovering
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PWR1801 Vellum PWR1802 Platinum 

PWR1803 Oyster PWR1804 Bronze 

PWR1805 Lambswool PWR1806 Parchment 

PWR1807 Clay PWR1808 Sesame 



PWR1809 Vapor PWR1810 White PWR1811 Brass PWR1812 Stone 

PWR1813 Pearl PWR1814 Aluminium PWR1815 Smoke PWR1816 Date 

PWR1817 Syrah PWR1818 Azure PWR1819 Coal PWR1820 Copper Gilt 

PWR1821 Medallion PWR1822 Sultry PWR1823 Turmeric PWR1824 Genie 

58 



PREMIERWALL (INDEX) 
RUBY 

Page Pattern No Pattern Name 

3 - 5  PWR0lOI • PWR0121 In Tune 

6 - 8  PWR0201 - PWR0218 Bobbin' Weave 

9 • 12 PWR0301 - PWR0332 Watercolor Canvas 

13 • 15 PWR0401 - PWR0408 Watercolor 

16 • 18 PWR0SOI - PWR0524 A Cappello 

19- 21 PWR0601 - PWR0607 Brush wi1h Fame 

22-25 PWR0701 - PWR0732 Demi-tone linen 

26-28 PWR0801 - PWR0807 Demi-tone Damask 

29-31 PWR0901 - PWR0924 Panache 

32- 34 PWRIOOl - PWR1024 Gallery Silk 

35-37 PWRI 101 -PWRI 124 In Stitches 

38-40 PWR1201 -PWR1219 Sisal Song 

41 -43 PWR130I -PWR1321 Slogger 

44 • 46 PWR1401 -PWR1419 Solari 

47 - 49 PWR1501 - PWR1508 Terrazzo Top 

50-52 PWRl 601 - PWRl 606 Set in Stone 

53-55 PWRl701 -PWRl718 lnoftosh 

56- 58 PWRl801-PWRl824 Metalline Papyrus 2 
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Weight 
Pattern Repeat (In) 

{oz) Pattern Match Backing Roll Size 
Horizontal Vertical 

20 0 0 Straight Random Osnaburg 54" x30yds 

20 0 0 Straight Random Osnaburg 54"x 30yds 

20 0 0 Reverse Random Osnaburg 54"x 30yds 

20 0 18 Reve<se Match Osnaburg 5Z'x30yds 

20 0 0 Reverse Random Osnaburg 54"x 30yds 

20 0 24 Straight Random Osnaburg 54" X 30yds 

20 0 0 Reverse Random Osnaburg 54" x30yds 

20 0 24 Reverse Random Osnaburg 54"x30yds 

20 0 0 Straight Random Osnaburg 54"x 30yds 

20 0 0 Reverse Random Osnaburg 54"x30yds 

20 0 0 Reverse Random Osnaburg 54" X 30yds 

20 0 0 Reverse Random Osnaburg 54" X 30yds 

20 0 0 Reve<se Random Osnaburg 54"x30yds 

20 27 18 Reverse Random Osnaburg 54"x30yds 

20 0 0 Reverse Random Osnaburg 54" x30yds 

20 0 24 Reverse Random Osnaburg 5Z'x30yds 

20 0 0 Reverse Random Non Woven 5Z'x30yds 

20 0 0 Reve,se Random Osnaburg sz· x30yds



Installation and Maintenance Guidelines 
BEFORE YOU BEGIN 
Examine the material carefully to ensure that the pattern, colour, and 
quality are satisfactory and as ordered. Check that the quantity and 
dimensions match the required specifications. prior to cutting. In the event 
that any discrepanc1es are found, STOP and contact Goodrich Global 
before proceeding. 

We recommend that the wall moisture content does not exceed 4 % usln_g 
a reputable moisture meter, and that active moisture Infiltration, 
eondensation, and/or accumulation - particularly In warm, humid climates 
- is not present. If walls show mould, mildew or visible moisture damage, or 
if moisture content exceeds recommendations, do not proceed with
installation until the condition has been fully corrected under the direction
of a qualified professional. Goodrich Global will not be responsible for any
performance or quality issues if moisture problems are not addressed
before or following installation.

HANGING GUIDELINES 
Wallcovering rolls are numbered consecutively and should be cut and 
installed in reverse sequence, starting with the highest numbered roll. All 
strips should be hung in sequence as they are cut from the roll, using full 
widths of material, whenever possible. Install the wallcovering under 
permanent lighting conditions to evaluate colour and te)(ture uniformity. 

When hanging non-reversible or matching patterns, measure the wall 
height. allowing for pattern match, add 4 ' ,  and table trim using a straight 
edge to ensure alignment across seams. Large, dominant pattern repeats 
requir  more careful planning as far as starting point, ceiling line, <:hair rails, 
door/window headers, etc. Patterns are meant to match at eye level and 
may run off slightly at the top and bottom of the Wall. When hanging 
textured or random-match patterns, reverse hang alternate strips ror a 
more uniform appearance; overlap and double cut, bl)lng caref\JI not to 
score the wall, If the pattern effect is not acceptable after three strips are 
hung, re-hang strip #2 without reversing, 

If any defect, colour variation, or unacceptable paltern effect is noticeable 
after three panels are out and hung, STOP and contact Goodrich Global 
immediately. Goodrich Global cannot accept any claims on labour or 
material after more than three lengths have been installed. 

ADHESIVE APPLICATION 
Apply a uniform coat of a premixed vinyl wallcovering adhesive to the back 
of the material using a short-napped paint roller or stiff bristle brush (a 
pasting machlne can be used at the installer's discretion). Goodrich WA202 
adhesive is re<:ommended for heavyweight vinyl wallcovering. Fold each 
sheet over and allow up to 10 minutes booking time for the adhesive to 
penetrate the backing of the lightweight vinyl material (up to 15 minutes for 
heavyweight vinyl), and to avoid paste drying at the edges. 

INSTALLATION 
Hang the first strip to a plumb line. overtapping the ceiling and baseboard, 
within 12 minutes of paste application. Use a stiff bristle brush to ensure 
that the wallcovering makes contact with the wall. A plastic smoother can 
also be used on non-metallic Vinyls. providing only light pressure is applied 
(do not use sharp-edged tools), Smooth from the middle to the outside 
edges, being careful not to stretch the material, and work out all air 
bubbles. Trim at the ceiling and baseboard with a sharp razor blade. For 
matched patterns, butt the second strip to th& edge of the first and smooth 
out firmly. When double cutting non-matching patterns. place a 2-3" wide 
strip behind the seam to avoid scoring the wall. Flatten seams exerting light 
pressure with a seam roller. Low-adhesive painter's tape can be used to 
keep the face of the seams clean. Before applying the next strip, trim the 
top and bottom as with the first panel, and proceed In the same manner 
around the room. 

Avoid cutting narrow widths of material tor placement above doors and 
below windows. Vertical joints should not occur less than six inches from 
inside or outside corners. When trimming at chair rails and ceilings, always 
use a broad knife rather than a straight edge. Take extra care in keeping the 
adhesive off the face of the wallcovering. 

Remove excess adhesive immediately with a natural sponge, frequently 
rinsed in clear, warm water, and dry with a soft, lint tree cloth. After 
installation, the walls and wallcoverlng should be monitored for potential 
moisture or vapour infittration, which must be promptly eliminated. 

MAINTENANCE 
Most wallcovering is easily cleaned using clear, warm water and mild soap 
with a natural sponge. A soft cloth or towel should only be used to tamp dry 
(do not rub), Stubborn stains can be removed with a laundry spot remover 
or rubbing alcohol. Do not use solvent-based cleaning agents, lacquer 
thinners, nail polish remover, pine oil, or cleaning agents containing bleach, 
which may i;:ause discoloration over time. 

Note: The above is intended only 8$ a guideline. Wall covering installatlons 
must conform to current hanging instructions included with eaeh shipment. 
The installer has final responsibility for proper Installation and evaluation of 
fobslte condltlons. 






